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end cap cordless, 
4 channel track damper pvc velcro hook bar runner wheel T - shaped

angle bar

aluminium nylon rubber pvc and velcro strip nylon pvc

3 track dimensions 
49mm (115/16”)  x
16.5mm (5/8”)

dimensions 
67mm (25/8”)  x 17mm
(11/16”) x 10mm (3/8”)

dimensions 
11mm (7/16”) x 6mm
(¼”) x 7mm (5/16”)

dimensions 
37mm (½”) x 10mm
(3/8”) 

dimensions 
10mm (3/8”) x 8mm
(5/16”) 

dimensions 
11mm (7/16”) x 6mm
(¼”) x 7mm (5/16”)

4 track dimensions 
67mm (25/8”)  x
16.5mm (5/8”)

white white white white white

5 track dimensions 
85mm (33/8”)  x
16.5mm (5/8”)

white painted

L - shaped 
angle bar stop screw top fix 

turnbuckle bracket face fix bracket

pvc steel steel steel

dimensions 
12mm (½”) x 15mm
(9/16”) x 18mm (11/16”)

dimensions
10mm (3/8”) x 10mm
(3/8”) x 10mm (3/8”) 

dimensions 
65mm (29/16”) x 50mm
(115/16”) x 6mm (¼”)

dimensions
122mm (413/16) x
60mm (23/8”) x 20mm
(¾”)

white grey grey white painted and grey

options
end cap corded

options
cord

nylon nylon

dimensions
as per end cap cordless

dimensions
2.8mm (1/8”) diameter

white white

Cl/SfB 1976 reference by SfB Agency

(76.7) X

4  channel  track  
(wand  control  option)


